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SIGMA
Switches Plus

A1 = Illuminated SPST on/off

1 Series

Features
• Self Cleaning Contacts.

• Custom Colors and Printing available upon request. 

• Heavy-duty switching.

• Light, yet positive detent action virtually 
tease-proof

• Easy self-locking panel mount no mounting 
hardware required.

• Optional clear boot fi ts all 1 Series switches.

• Fully enclosed active switch ing elements.

• Bright neon or incan descent bulb clearly indi cates 
ON position.

*Switches marked  are acceptable for use 
as power switches provided there is a plug 
disconnect or a switch with open contact 
gaps of 3 mm minimum.

Mounting
No hardware or tools needed; self locks into 
proper panel cutout .550” (13.97 mm) x 1.125” 
(28.58 mm). 

Acceptable panel thickness range is from .025” 
(.64 mm) to .180” (4.57 mm).

CAUTION! Burr direction must be away 
from the direc tion of insertion.

Termination
Standard is solderless .250” (6.35 mm) wide x .032” 
(.81 mm) thick. 

Electrical Rating
Amps Voltage
16 A 125 VAC

12 A 250 VAC

3/4 HP 125-250 VAC

10 A 14 V (T)

Approvals
UL, CSA, VDE, RoHS compliant 

Our Commitment to You

We are constantly adding to and improving our selection of Rocker, Toggle, Push Button and 
other types of switches.  If you don’t fi nd it here, or on the pages of our website, feel free to 
contact us for the most current information.  If you need a specially designed custom switch, we 
can discuss your custom design requirements as well.  We look forward to helping you with your 
next switch purchase.

Switch Selection Chart

Part No. Circuit
Illuminated
Voltage
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A1-09 Illum SPST on/off 12 VDC Transparent Rocker • •
Al-10 Illum SPST on/off 12 VDC Transparent Rocker • •

A1-1O-28V Illum SPST on/off 28 VDC Transparent Rocker • •
A1-19 Illum SPST on/off 12 VDC Soft Glow Rocker •• •

A1-19-28V Illum SPST on/off 28 VDC Soft Glow Rocker •• •
A1-21 Illum SPST on/off 125 VAC Transparent Rocker •• •
A1-25 Illum SPST on/off 125 VAC Transparent Rocker •• •
A1-27 Illum SPST on/off 125 VAC Transparent Rocker •• •
A1-28 Illum SPST on/off 125 VAC Transparent Rocker •• •
A1-31 Illum SPST on/off 12 VDC Transparent Rocker •• •

A1-31-28V Illum SPST on/off 28 VDC Transparent Rocker •• •
A1-32 Illum SPST on/off 12 VDC Transparent Rocker • •
A1-33 Illum SPST on/off 12 VDC Transparent Rocker • •
A1-34 Illum SPST on/off 12 VDC Transparent Rocker • •
A1-35 Illum SPST on/off 12 VDC Soft Glow Rocker •• •
A1-36 Illum SPST on/off 12 VDC Transparent Rocker •• •
A1-37 Illum SPST on/off 12 VDC Transparent Rocker •• •
A1-38 Illum SPST on/off 12 VDC Transparent Rocker •• •
A1-82 Illum SPST on/off 12 VDC Transparent Rocker • •
A1-83 Illum SPST on/off 12 VDC Transparent Rocker • •
A1-84 Illum SPST on/off 125 VAC Transparent Rocker • •
A1-85 Illum SPST on/off 125 VAC Transparent Rocker • •

1Series   (A1-31 Shown for reference purposes)
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SIGMA
Switches Plus

F1 = SPDT mom-on/off/mom-on

1 Series

Features
• Self Cleaning Contacts.

• Custom Colors and Printing available upon request. 

• Heavy-duty switching.

• Light, yet positive detent action virtually 
tease-proof

• Easy self-locking panel mount no mounting 
hardware required.

• Optional clear boot fi ts all 1 Series switches.

• Fully enclosed active switch ing elements.

• Bright neon or incan descent bulb clearly indi cates 
ON position.

*Switches marked  are acceptable for use 
as power switches provided there is a plug 
disconnect or a switch with open contact 
gaps of 3 mm minimum.

Mounting
No hardware or tools needed; self locks into 
proper panel cutout .550” (13.97 mm) x 1.125” 
(28.58 mm). 

Acceptable panel thickness range is from .025” 
(.64 mm) to .180” (4.57 mm).

CAUTION! Burr direction must be away 
from the direc tion of insertion.

Termination
Standard is solderless .250” (6.35 mm) wide x .032” 
(.81 mm) thick. 

Electrical Rating
Amps Voltage
13 A  125 VAC

10 A 250 VAC

5A 14 V (T)

Approvals
UL, CSA, RoHS compliant 

Our Commitment to You

We are constantly adding to and improving our selection of Rocker, Toggle, Push Button and 
other types of switches.  If you don’t fi nd it here, or on the pages of our website, feel free to 
contact us for the most current information.  If you need a specially designed custom switch, we 
can discuss your custom design requirements as well.  We look forward to helping you with your 
next switch purchase.

Switch Selection Chart

Part No. Circuit
Special
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F1-12 SPDT mom-on/off/mom-on ••
F1-12-147S SPDT mom-on/off/mom-on “LOCK” PRINT ••

F1-22 SPDT mom-on/off/mom-on •
F1-89 SPDT mom-on/off/mom-on •
F1-93 SPDT mom-on/off/mom-on •

1Series   (F1-12 Shown for reference purposes)
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SIGMA
Switches Plus

N1 = SPDT on/off/mom-on

1 Series

Features
• Self Cleaning Contacts.

• Custom Colors and Printing available upon request. 

• Heavy-duty switching.

• Light, yet positive detent action virtually 
tease-proof

• Easy self-locking panel mount no mounting 
hardware required.

• Optional clear boot fi ts all 1 Series switches.

• Fully enclosed active switch ing elements.

• Bright neon or incan descent bulb clearly indi cates 
ON position.

*Switches marked  are acceptable for use 
as power switches provided there is a plug 
disconnect or a switch with open contact 
gaps of 3 mm minimum.

Mounting
No hardware or tools needed; self locks into 
proper panel cutout .550” (13.97 mm) x 1.125” 
(28.58 mm). 

Acceptable panel thickness range is from .025” 
(.64 mm) to .180” (4.57 mm).

CAUTION! Burr direction must be away 
from the direc tion of insertion.

Termination
Standard is solderless .250” (6.35 mm) wide x .032” 
(.81 mm) thick. 

Electrical Rating
Amps Voltage
13 A  125 VAC

10 A 250 VAC

 5A 14 V (T)

Approvals
UL, CSA, RoHS compliant 

Our Commitment to You

We are constantly adding to and improving our selection of Rocker, Toggle, Push Button and 
other types of switches.  If you don’t fi nd it here, or on the pages of our website, feel free to 
contact us for the most current information.  If you need a specially designed custom switch, we 
can discuss your custom design requirements as well.  We look forward to helping you with your 
next switch purchase.

Switch Selection Chart

Part No. Circuit
Special
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N1-13 SPDT on/off/mom-on ••
N1-19 SPDT on/off/mom-on •• •

1Series   (N1-13 Shown for reference purposes)
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